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Zhejiang Ming yang Lighting Technology Co., Ltd

Specification

MPA-5103W40-8XX9
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Zhejiang Ming yang Lighting Technology Co., Ltd
Add: NO.1,Changchun Rd,Yigiao,Xiaoshan,Hangzhou,Zhejiang, China
TEL: 0571-82333666 FAX: 0571-82333666

www.mingyangled.com.cn
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Zhejiang Ming yang Lighting Technology Co., Ltd

Product picture

Details:

1.Aluminium frame with good heat conduction.

2.Different driver option: a. 200-240VAC driver. b. 100-265VAC driver
3.Eco-friendly, energy-saving and high luminous efficacy.

4.Instant start, no flickering, no humming

5.Installation way: recessed, surface mounted or suspended by fixing bracket
on the back.

6.Working Temperature:-20degree~40degree

7.Warranty: 3 years
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Zhejiang Ming yang Lighting Technology Co., Ltd

Specification Data::

Model MPA-5103W40-8XX9
Input Voltage 200-265VAC,50/60Hz
Power Consumption 40W+10%
Luminous Flux 3200Lm+10%(4000K)
CRIRa 80

Color Temperature 3000-3500K (WW); 4000-4500K(NW); 5500-6000K(CW)
Beam angle 120°

Power Factor 0.9

Life Time 30000hrs
Warranty 3 years

IP P20

Size 595*595*13.5mm
Material AL+PMMA
Operating Ambient -20°C - 40°C,10-80%Rh
Storage Ambient -20°C - 50°C,10-80%Rh

Light Distribution Curve/cd
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Zhejiang Ming yang Lighting Technology Co., Ltd

Lux distance Curve

1126.6lux 3.0m

1.0m
281.7lux 6.0m

3.0m

2.0m
125.2lux 9.0m

Beam angle of C30planel12.56
Dimension data:

26mm

595mm

525mm
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Zhejiang Ming yang Lighting Technology Co., Ltd

Installation

a.Recessed

Stepl step2 step3

b.Recessed for Snap Rings

O
=Ry
Stepl
c.Hanging

Stepl step2 step3

Zhejiang MAYA lighting Reserve on the right to change the specification,if there is any
change, don’t notice any more.
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